


GENERIC FEATURES

���> ���2 sizes to suit all rigging situations

> ���Compact size minimises height loss in 
complex rigging scenarios

> ���Large apertures for multiple 
attachements

> ���‘Textile friendly’ surfaces with large radii

> ���Large bearings for maximum smoothness 
and durability

> ���High strength to weight ratio

> ���Colour coded

> ���Multidirectional loading options

> ���Individual serial marking

> ���Made in Wales UK

TECHNICAL  SPECIFICATIONS

> ���� ���Hot forged and CNC machined from heat 
treated, 7075 T6 Aluminium alloy

> ���Stainless Steel axles

> ���Colour anodised to EN12373-1:2001 
Class 10E1 for corrosion protection and 
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SUGGESTED AREAS OF 
APPLICATION

> ���Complex rigging and rescue scenarios
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> �Stretcher and casualty management

> ���Rope management

> �Harness connection in aborism

> �Lanyard anit-rotation device

PERFORMANCE
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SW200 : Large               96mm x 60mm x 39mm             184g

SW100:  Small              79mm x 50mm x 33mm              115g

SWIVELs

FOR MORE INfORMATION CONTACT DMM:

Tel:	 +44 [0]1286 873 502
Fax: 	 +44 [0]1286 872 090
Email:	sales@dmmprofessional.com


